
Fusion-welded corners and multiple 
hollow chambers for watertight strength 
and energy effi  ciency

Cam lock hidden from exterior view for 
added security. Lock meets tough forced-
entry testing requirements

Reinforced release latch with raised 
thumb button for safe, sure tilt action

Lift rail for easy opening and closing

Duralite™ Insulating Glass Spacer for 
enhanced resistance to heat transfer 
resulting in improved energy effi  ciency 
and reduced condensation

Glazing 3/4” overall for maximum 
thermal performance

Optional Low-E glass for increased energy 
effi  ciency and UV protection

Optional removable fixed meeting rail for 
drywall access

Interlocking panels for protection from 
wind and water

Panel tilts-in for easy cleaning from 
indoors

Sill fl ange extension for easy installation
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With an integrated welded brickmold, super energy-effi  cient design, and unsurpassed 
quality, the 1800 Series Single Hung Replacement window sets the standard. From the 
smooth operation to the 20 Year Warranty; this window is a great addition to any home.

1800 Series Single Hung
Replacement Window

• All units feature high performance insulating glass 
(3/4” insulating glass standard)

• Available in Loe2, Loe3, Tinted, and Obscured.
•  Top and bottom glass units are the same size for ease of 

replacement.
• Other available options are; Argon gas fi ll and tempered units.

Insulating Glass Features:

256-417-4919

Available colors:

White AdobeSandstone

(Due to printing limitations, actual color may vary) 

Custom sizes available!



1800 Series Single Hung Replacement Features:

Maintenance free – No painting, peeling, or corroding!
Frame Material: Virgin vinyl
Frame Construction: Frame and sash are fusion welded on all corners
Frame Depth: 3” box frame
Exterior Frame Appearance: Bold, Contoured Brickmold
Sill Design: Pocket Sloped Sill 

(for less air infi ltration and better energy ratings)
Sash Operation: Tilt Single Hung
Sash Balances: Block and Tackle Balances
Hardware:

• Color matched to the each window color
• Easy release tilt latches
• Optional fall protection sash limiter (WOCD)
• Side jamb jacks and sill extension fl ange for easy installation

Screens: Color matched roll formed aluminum and charcoal fi berglass mesh
1st and 2nd fl oor egress available
Available in custom sizes down to an 1/8” precision
Structural performance:

• DP-40 Standard at 36” x 72” and below
• DP-50 Optional at 36” x 60” and below
• DP-50 Standard on all picture/fi xed windows

Grids and SDL:

All units can feature 3/4” boxed grids between the glass 
as well as 7/8” exterior SDL, in a variety of patterns.

Other standard patterns available, 
as well as custom patterns upon request

Colonial Half Prairie/
Half Prairie
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ENERGY STAR® Certified

“Energy Star” is a registered trademark of
the U.S. Environmental Protection Agency

1800 Series Single Hung
Replacement Window


